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LED FLOOD LIGHT

» Can adjust the luminaire beam angle

Equipped with LED module cooling technology.
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Tool-free onsite maintenance.

High luminous flux 130Im/W.

o Avariety of way installation can be used.

Ergonomic light distribution to achieve even illuminating effect.
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Specifications

Model No. INNO-SFL-60 INNO-SFL-100 INNO-SFL-150 INNO-SFL-200

Power 60W 100W 150W 200W

Lumens 7,400LM 13,000LM 19,500LM 26,000LM

Efficacy 130LM/W 130LM/W 130LM/W 130LM/W

CRI >70 >70 >70 >70

THD <15% < 15% < 15% < 15%

Voltage AC100-277V AC100-277V AC100-277V AC100-277V

Frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz

PF > 0.95 >0.95 >0.95 >0.95

cCcT 5700K 5700K 5700K 5700K

Beam Angle 90° a0 a0° 90°

g:tl;:::g Hanging Bracket Hanging Bracket Hanging Bracket Hanging Bracket
Hanging Ring Hanging Ring Hanging Ring Hanging Ring

Working Temp.  _40°c~60°C —40°C~60°C —40°C~60°C —40°C~60°C

Weosting 10%-95% RH 10%-95% RH 10%-95% RH 10%-95% RH

Humidity

IP Rating P67 IP67 IP67 P87

Warranty 5 years 5 years 5 years 5 years

Certificates UL/cUL, DLC, CE, & UL/cUL, DLC, CE, & UL/cUL, DLC, CE, & UL/cUL, DLC, CE, &
RoHS RoHS RoHS RoHS

Size

14.1 x 8.3 x 10.7 inch

14.1 x11.8 x 10.7 inch

14.1 x 14.8 x 10.7 inch

14.1 x 17.7 x 10.7 inch
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